
Maximum insulation performance 
and minimal panel thickness
Insulation system of low flammability for exterior walls

PAL W

Exterior wall insulation

www.Linzmeier.de

LINITHERM, the high-performance 
insulation material - λD 0.022
W/(mK)

Can be installed with no thermal 
bridges

Easy handling thanks to managea-
ble dimensions and a low weight

Pressure resistant and dimension-
ally stable

Integrated vapour barrier

Cold and heat protection

Maximum insulation 
performance and minimal 
panel thickness

For back-ventilated facade 
constructions and double 
brickwork
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                              PAL W 

LINITHERM External wall insulation from the outside for rear-ventilated façade

With LINITHERM PAL W you get an excellent external wall insulation system and a lean wall construction.The highly efficient insulation 
material PU rigid foam is of low flammability, the fire behavior equates to class C-s2, d0 according DIN EN 13501-1.
Note on fire behavior:  Requirements of the regional building law as well as special approvals are to be taken into 
consideration!

LINITHERM PAL W is ideal as core insulation in clam-shell
brickwork

LINITHERM PAL W also provides an optimal external wall insulation system which fulfils the highest 
requirements. The clam-shell brickwork can also be implemented as a refurbishment measure. 
An existing plaster facade can be implemented as clam-shell, continuously thermally insulated 
brickwork, by installing a brick wall.

Moisture 
resistant

Flame-retardant
Fire resistance class C-s2,
d0 according to DIN EN 
13501-1

Cuts costs, 
ensures excellent
ROI

Optimal cold 
protection

Thin with maxi-
mum insulation

Odorless & phys-
iologically free

100% 
recyclable

Optimal heat 
protection

Easy & pressure 
resistant

Protection 
against elec-
tric smog

Environmentally 
friendly

The insulation elements LINITHERM PAL W 
are screwed together with the sub-structure 
onto the facade. This creates a homogenous 
layer of insulation. The aluminum cladding 
on both sides acts as a vapour barrier and 
hinders moisture penetration.
The insulation value is maintained.

* U-value calculation takes the thermal resistances Rsi = 0.13 [m2K/W] and Rse = 0.04 [m2K/W]  into account.
 Building-specific peculiarities for example as per EN ISO 6946 are not taken into account.

LINITHERM PAL W PH 216000

Insulation core PU rigid foam acc. to EN 13165, fire behavior class C-s2,d0 acc. to 
EN 13501-1 (corresponds to German building inspection class „of low flammability“) 
as specified in technical approval Z-23.15-1436, aluminum foil on both sides

Edge joints Round about edgeless cut or with rabbet edges
Overall dimension 1200 x 600 mm (= invoicing measurement) (coverage with rabbet edges is 2 cm smaller)

Other thicknesses upon request/ Delivery only in full packages.

Thickness mm 
total

Quantity per package
Piece                       m2 

Quantity per pallet
Piece                  m2

λD 
W/(mK)

U-value*
[W/(m2K)]

  80 6 4.32 60 43.2 0.022 0.26
100 5 3.60 50 36.0 0.022 0.21
120 4 2.88 40 28.8 0.022 0.18
140 3 2.16 30 21.6 0.022 0.15
160 3 2.16 30 21.6 0.022 0.13


